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Range of Colour Options

Professional XQ™
Stove & Fireplace 
Chimney Systems

Key Features
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Quality Assured
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Straight lengths

Storm collar 

Rain cowl

Decorative ceiling cover plate

Elbow

Floor & Ceiling Ventilated 
Plate & Shield

Flashing

INTERNAL INS TALLATION

Innovative Decorative Solutions

Flue Enclosure

Diagrammatic representation only. 
Not accurate for installation purposes

Vaulted Rafter Support 



THROUG H WALL INS TALLATION

Extendable wall bracket and 
bracket arms 

Extendable wall bracket

Single to twin adaptor

Base wall support and 
spigot assembly

135o Tee

Structural locking band

Extendable Wall bracket

Innovative Technical Solutions
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Roof bracing kit

Diagrammatic representation only. 
Not accurate for installation purposes

Adjustable Wall Sleeve

Captive Nuts



S TRAIG HT PIPES

Adjus ta ble lengths
To ease installation, these are adjustable to allow for any variation in length as specified 
below. Extra insulation is also included so that the additional length can be filled. 
Locking band included.

(B) (B)

(B) (B)

(B) (B)

STOVAX LTD
PROFESSIONAL XQ TWIN WALL FLUE SYSTEM

150mm (6") STRAIGHT - 300mm
FXQ150-004

L

STOVAX LTD
PROFESSIONAL XQ TWIN WALL FLUE SYSTEM

150mm (6") ADJUSTABLE LENGTH - 340mm TO 500mm
FXQ150-006

MAX

 MIN
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Straig ht lengths

    
FXQ125-001(B) FXQ125-002(B) FXQ125-008(B)

FXQ150-001(B) FXQ150-002(B) FXQ150-008(B)

- FXQ175-002(B) -

- FXQ200-002(B) -

Available in 6 lengths which can be easily combined to achieve the required height for 
the installation. Each joint is firmly secured with our Twist-Lock system and included 
locking band. All lengths must be installed with the male socket pointing upwards. 
Outside diameter is 50.5mm greater than the inside diameter.

    
FXQ125-003(B) FXQ125-004(B) FXQ125-005(B)

FXQ150-003(B) FXQ150-004(B) FXQ150-005(B)

FXQ175-003(B) FXQ175-004(B) FXQ175-005(B)

FXQ200-003(B) FXQ200-004(B) FXQ200-005(B)

Black and Stainless Steel Finishes

N.B. Product codes shown with “(B)” are 

STOVAX LTD
PROFESSIONAL XQ TWIN WALL FLUE SYSTEM

150mm (6") STRAIGHT - 300mm
FXQ150-004

L

Inspection lengths
Featuring a flush door this 500mm length allows for easy inspection or access for sweeping.



ELBOWS AND TEES

A

B

L

ØA

ØA

B

C

90° Tee 

This piece will allow you to make a horizontal connection. 
The 90° Tee is also available with an insulated Tee cap.

including end cap & extra locking band

135° Tee
including end cap & extra locking band

A standard Tee cap is included, however for condensation drainage, a Tee cap with a 
drain is also available (see page 8). This can also provide an access point for inspection 

and cleaning.

Elbows

The female elbow sockets are provided without locking tabs to enable them to be easily 
rotated to achieve the required direction for installation. Micro toggle locking band included. 

When elbows are used externally, structural locking bands (FXQXXX-056) should be used.

Insert diameter of pipe in space provided ( _ _ _) to order correct elbow. 
Example: For Ø175mm, 30o elbow: order FXQ175-011

ELBOWS AND TEESELBOWS AND TEES
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L

ØA

B

W

Micro toggle locking band included

Extend ed 135° Tee
L

ØA

B

including end cap & extra locking band

The Extended 135o Tee has a 780mm through wall section which offers a joint free 
connection.A standard Tee cap is included, however for condensation drainage, a Tee 

cap with a drain is also available (see page 8).



TEE CAPS

Tee End Cap / Tee End Cap with drain
Provides access to the system for inspection and cleaning. Included with both standard 
and extended tee’s.  The Tee Cap with drain provides access to the system, condensation 
drainage, inspection and cleaning. Includes locking band.

Tee cap

Tee cap with drain

L

ØA

ØB

Single to twin wall increaser
This allows you to join a 125mm, 150mm or 175mm single wall, Enamelled flue pipe to a 
larger 150mm, 175mm or 200mm twin wall application. This part is secured using the 
Twist-Lock system and included locking band. This should not be installed directly in 
to the appliance.

ADAPTOR S & INCREASER S

8 

Single to twin wall adaptor
Use this adaptor to join single wall, Enamelled flue pipe to your twin wall system. Both the 
single and twin wall flue pipe must be of the same diameter to use this product. This part is 
secured using the Twist-Lock system and included locking band. This adaptor should not 
be installed directly in to an appliance.

L

ØA

ØB



ADAPTOR S & INCREASER S
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Flexible liner to twin adaptor
The design of this component allows a cut length of flexible liner to be hidden within the 

adaptor and then secured with self tapping screws. This product provides you with a male 
socket and is secured using the Twist-Lock system and included locking band.

L

ØA

ØB

Flexible liner to twin adaptor

This adaptor includes the addition of an anchor plate which can act as a load bearing 
support for the system. The single “sleeve” below the anchor plate allows for a flexible liner 
to be fitted over the top and fixed using self-tapping screws and “jubilee clip” to clamp liner 

to sleeve.

including anchor plate

C

C

ØA

L

ØA

ØB

L

ØA

ØB

Twin to flexible liner adaptor

This adaptor features all the benefits of the Twin to Flexible liner adaptor with the addition of 
an 40mm flange which provides a suitable seal and anchorage to a masonry chimney whilst 

connecting to a flexible liner.

including anchor plate

Twin to flexible liner adaptor
The design of this component allows a cut length of flexible liner to be hidden within the 

adaptor and then secured with self tapping screws. This product provides you with a female 
socket and therefore does not include a locking band.

L

ØA

ØB



ADAPTOR S & INCREASER S
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Decorative single to twin wall adaptor
For joining single wall, Enamelled flue pipe to a twin wall system of the same diameter.  
Inserted up to 90mm to give a completely seamless join. Locking band included. 

500mm Length

975mm Length

Allows you to join a 125mm single wall Enamelled flue pipe to a larger 150mm twin wall 
system.  Inserted up to 90mm to give a completely seamless join. Locking band included. 

Decorative single to twin increaser

500mm Length

975mm Length

Stainless Steel Black

L

ØA

ØB

L

ØA

ØBStainless Steel Black
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SUPPORT ACCESSORIES 

ØA

Wall bracket
The wall bracket provides a lateral support at a distance of 50mm from the wall.

Long adjus ta ble bracket arms
Supplied as a pair, the long adjustable bracket arms can be paired with the wall bracket 

to allow distance from the wall to be adjusted between 50mm - ‘A’ mm (see table below). 
Please note these arms are universal and can be used in conjunction with any size 

adjustable wall bracket.

A

ØA

Vaulted Rafter Support
This can be fixed to roof joists to give added support to the system. On 125mm & 

150mm diameters, this can support up to 6m below and 3m above the roof support, 
when fitted with a roof bracing kit (page 12), or 2m above the vaulted rafter support 

without a roof bracing kit. For details on 175mm diameters and above please see the 
installation instructions.

ØA

L

Wall bracket with easy fit extension
Allowing an adjustment of 50 - 80 mm from the wall, the bracket’s outer facing flange and 

captive nuts facilitate a straight forward and quick installation. Suitable for providing lateral 
support only.



Locking bands & s truct ural 
locking bands
The locking band has a simple spring connection system and is supplied with every 
component that has a male socket. Structural locking bands can be used to replace standard 
locking bands throughout the system. They are required for added support for lengths of 
flue in excess of 3 meters long, however where above roof level additional bracing may be 
required. They should also be used with elbows to provide extra support when used 
around the eaves of a property. 

Support bracket
Can be used in 3 different ways: (1) On the wall support plate & brackets (page 13) as an 
intermediate support. (2) As an internal support bracket with the ventilated or non-ventilated 
plate and shield. (3) As a guy wire support using the 3 pre-drilled holes.ØA

SUPPORT ACCESSORIES

Adjus ta ble wall sleeve
This is 50mm larger than the external diameter of the pipe and provides protection for the 
installation when passing through a non-combustible wall. There is no need to cut this 
sleeve to fit as its length can be easily adjusted and secured using self tapping screws and 
then taped.

12 

ØA

B
øA measurements are approximate.

Roof bracing kit
This is required to support flue lengths above 2m on 125mm and 150mm diameters or 
1.5m on other diameters. This is subject to specific design installation, please consult the 
appropriate instructions. Structural locking bands should also be used where applicable

A

Supplied with 
Integrated Anchor Plates

Locking Band

Micro Toggle 
Locking Band

Structural
Locking Band70mm

Floor & ceiling 
n on-ventilated plate & sh ield



SUPPORT ACCESSORIES 
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Base & Intermediate Wall 
Support Assemblies

Generally used for external applications, these assemblies can provide an intermediate 
support anywhere along the length of the system. A Base Wall Support and Spigot assembly 

is also available for support with a 135º Tee. 

C

D

E

B

C

A

Base socket/spigot plate

Used with a wall support plate (see above) to provide a secure, locking base for the 
installation. Includes locking band. 

L

ØA

ØB

including locking band and fixings

Base Support  & 
Spigot Assembly

Base & 
Intermediate Support  
Assembly

All above dimensions are in mm

FLOOR & CEILING FIRES TO P PLATES

Floor & ceiling 
n on-ventilated plate & sh ield

For use in single storey buildings where the flue passes into a roof void. Designed to allow 
for the required 50mm clearance to combustibles. Includes support bracket, which can also 

act as a load bearing support for the system.

Floor & ceiling ventilated plate & sh ield

For use in internal applications where the upper section is enclosed. Designed to allow for 
the required 50mm clearance to combustibles. Includes support bracket, which can also act 

as a load bearing support for the system.

including Support Bracket

including Support Bracket

A

A

ØB

C

E D

A

A

ØB

C

DE



FLUE ENCLOSURE
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Flue enclosure
including fixings
To meet building regulations, the flue system must be boxed in or properly enclosed in 
the loft. This is in order to avoid combustible materials falling against the outer skin of 
the flue or being placed too close to it. 

A

ØB



D ECORATIVE COMPONENTS

Square d ecorative ceiling cover plate
This component can be powder-coated white to give a perfect finish to the system when 
passing through a ceiling. Secured by eight supplied magnets, it is designed to fit over a 

ceiling firestop plate (see page 14), showing no visible fixings.

A

A

ØB

Adjus ta ble ceiling/wall trim plate
This selection of adjustable stainless steel trim plates are designed to ensure the best 

aesthetic finish of twin wall flue passing through a ceiling or wall. Available to suit a wide 
selection of angles.

B

A

B

A

Decorative circular trim pieces
This 100mm decorative trim is designed to neaten installation holes in both walls and 

ceilings. They can be secured by sealing or by using the pre-drilled holes provided.

15 

0o Trim piece

100mm

30o Trim piece

100mm

45o Trim piece

100mm

0o Trim piece 30o Trim piece

100mm 100mm

45o Trim piece

100mm



ALUMINIUM ROOF FLASH INGS

5o-30o Aluminium Flash ing

30o-4 5o Aluminium Flash ing

B

BØA

ØA

B

C
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ØA

B

C

B

BØA

LEAD ROOF FLASH INGS

0o Flat Lead Flash ing

B

C

B

BØA

0o  Flat Aluminium Flash ing
B

C

B

BØA

Flat Aluminium flashing

5º-30º Aluminium flashing

30º-45º Aluminium flashing



ALUMINIUM ROOF FLASH INGS LEAD ROOF FLASH INGS
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30o-40o Lead Flash ing

C

BØA

B

ØA

C

30o-40o Ridge Lead Flash ing

C

B

ØA

40o-50o Lead Flash ing

ØA

C

C

BØA

B

10o-20o Lead Flash ing

ØA

C

C

BØA

B



AQUASEAL ROOF FLASH INGS
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CH IM NEY SAFETY N OTICE PLATE

The Chimney Safety Notice Plate can be used to permanently record the flue registration 
and its technical specification thus complying with Building Regulations ADJ that any 
chimney or appliance installation must have a notice plate fixed in a visible position. 
Possible locations are within the fireplace or adjacent to the electricity meter, or next 
to the mains water stop valve.

S TORM COLLAR

Storm collar
This component, incorporating captive nuts as standard, can be quickly and easily sealed 
securely to the flue pipe; minimising the risk of leakages and reducing installation time. 

ØA

B

Aquaseal Versatile Flash ings



COWLS

19 

Conical Cowl - Open terminal

Rain cowl with anti-bird mesh

Weather/wind cowl

Anti-down draft cowl
complete with twist lock fitting

Designed in collaboration with Eurocowl specifically for Stovax’s Professional XQ™ range.

B

ØA

C

ØA

ØB

B

ØA

B

ØA

19 



ENAMELLED FLUE PIPE
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Straig ht without door

250mm Length

500mm Length

1000mm Length

500mm Length

1000mm Length

Straig ht with door

Telesco pic s traig ht without door

L

Ø

L

Ø

L

Ø

Innovative Internal 
Rope Seal



ENAMELLED FLUE PIPE

4 5° Bend

90° Tee Piece with end cap

Without Door

With Door

21 21 

Ø

A

B

L

X°

B

A

45º Bend with Door45º Bend without Door



22 

ACCESSORIES

Flue dampers

Magnetic flue pipe thermometer

Discontinued Finishes

Professional XQTM touch-up paint

Fire cement

Carbon mon oxid e d etector
Easy to install & no maintenance required. Battery pre-fitted & guaranteed for 6 years.

Discover more of our products.. .
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PREMIUM FIRES & S TOVES FROM S TOVAX

Discover our award-winning 

 www.stovax.com/brochures



KEY TECHNICAL BENE FITS
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Weatherproof and Fully Sealed Components

Easy to Install Twist-Lock System

Locking Bands Included

Decorative Single to Twin Adaptor/Increaser

Ceiling Cover Plate

Base Socket/Spigot Plate

Roof Support

Adjustable Flue Length 

Key Technical Benefits



Dedicated Service
Committed Customer Service

Dedicated Technical Support Team

25 25 



THROUGH WALL INSTALLATION
General installation instructions

TYPICAL INS TALLATIONS

THROUGH WALL 
INSTALLATION

PR9538
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INTERNAL INSTALLATION FOR 
SINGLE STOREY BUILDING

INTERNAL INSTALLATION WITH 
BUILDING ENCLOSURE

27 



General installation instructions

TECHNICAL INFORMATION

28 
Before installation of this product, please read the Stovax Professional XQ™ Chimney Systems 
Installation Instructions fully and any relevant building regulations.



45° Offset Chart

Chimney Lengths (L)
125mm (Ø) 150mm (Ø) 175mm (Ø) 200mm (Ø)

A B A B A B A B

30° Offset Chart

Chimney Lengths (L)
125mm (Ø) 150mm (Ø) 175mm (Ø) 200mm (Ø)

A B A B A B A B

15° Offset Chart

Chimney Lengths (L)
125mm (Ø) 150mm (Ø) 175mm (Ø) 200mm (Ø)

A B A B A B A B

Elbow Offset Chart

A

B

L
15O / 30O / 45O

29 
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Twist-Lock System

surface (Notes 1 & 2)

SITE REQUIREMENTS

A

B
C

D

Adjacent 
Building

Flue Outlet Positions



Legal requirements for installation

10 Year Extended Warranty
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External diameter 
of ÿue pipe

IMPORTANT INFORMATION



Stovax Heating Group Limited, Spitfire Avenue, Skypark, Clyst Honiton, Exeter, EX5 2FR

Chimney Systems Customer Services Tel: 01392 474040  UK Trade sales Tel: 01392 474000  

Email:  chimneysystems@stovax.com
	            

www.stovax.com     www.stovax.com/chimneysystems

© All material copyright Stovax Limited 2024    E & O E     

A member of the Stovax Group    
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To view and download our complete range of brochures, simply scan this code or visit www.stovax.com/brochures

Paper sourced from sustainable forests and printed using vegetable-based inks

RIVA
WOOD & MULTI-FUEL FIRES
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